
LA9003A Oil-less 1.5 HP, 3-Gallon  

   Direct Drive Hand carry Air Compressor  

The Puma LA9003A 1.5 HP air compressor offers mobility, convenience, and performance on 

jobsites. It features a durable oil-less air pump provides maintenance free operation. With its pa-

tented inlet valve system it is capable to deliver 4.8 CFM at 40 PSI, and 3.6 CFM at 90 PSI. Pow-

ered by a 1.5HP 115VAC 3450 RPM efficient induction motor that only draws 13 amps, it reduces 

the possibility of tripping a breaker.  

It comes equipped with an aluminum 3 gal. hotdog style tank with three carefully positioned grips 

for convenient and comfortable handling of the unit. The use of aluminum not only greatly reduc-

es weight, but also prevents corrosion inside the tank. Measuring at 7.5 inches wide and 21 inch-

es long, and weighing only 31 pounds, this is a compact and highly mobile unit.  

Standard equipment includes: Pressure switch with On/Off lever preset at 105/ 135 PSI operating 

pressure, regulator w/air line pressure gauge, quick coupler, drain valve, and ASME certified 

safety relief valve.  
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@ 40 PSI @ 90 PSI PSI Gal. LBs dB  IN 

LA9003A 1.5 4.8 3.6 105 / 135 3 34 21.5 x 7.5 x 19 82 CSA 
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